1.70m 18,237 82,907 1.70m 22,486 102,224 1.70m 27,237 123,820

2.00m 21,455 97,537 2.00m 26,454 120,264 | a8 2.00m 32,043 145,670
2.32m 24,888 113,143 2.32m 30,687 139,506 |"™ 232m 37,170 168,978
2.56m 27,463 124,848 2.56m 33,862 153,938 2.56m 41,015 186,458
2.86m 30,681 139,478 2.86m 37,830 171,977 2.86m 45,822 208,309

154,109 190,017 230,159

10.50 m DIAMETER RANGE All of our Steel Liner Tanks come standard with:

Steelfab Tank (Engineer certified to Cyclonic conditions).
HEIGHT GALLONS LITRES Food grade certified liner to AS/NZS 4020:1999 Standards.
Engineered and hot dip galvanised, self-supporting domed roof.
1.70m 32,380 147,203 1 x Lockable manhole to match tank colour.
1 xInlet filter box to match tank colour with mosquito proof remaovable leaf strainer.
2.00m 38,095 173: 180 1 x50 or 90mm Male alloy overflow outlet with overflow pipe.
2.32m 44,190 200,889 2x50mm Male brass outlets with 2 x50 mm female full flow ball valves.
2.56m 48,761 221,670 1 x50mm Male aluminium cam lock for fire fighting purposes.

1 xWhirly bird for added anticorrosion and water quality.
2.86m 54,475 247647 Bolt covers for extra safety and aesthetics.

3.16m 60.190 273624 = Flashing (edging on the tank roof) for safety and aesthetics.
! ! 25 Year pro rata warranty (parts and labour).

Full installation of the tank on site.
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